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This document contains the latest set of approved project notes for use within the Construction Plan

documents that are generated either by or on behalf of the Delaware Department of Transportation.

These notes should not be modified from their original format/content without first consulting with the

DelDOT Project Manager and or Design Resource Engineer.

Any comments, questions or concerns regarding the content of this document should be brought to the

attention of:

Michael Nauman, P.E.
Design Resource Engineer — Project Development, North

800 Bay Road

Dover, DE 19903
(302)760-2218
michael.nauman@state.de.us
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Division 100 — General Provisions

This note has been deleted because it is partly covered by Section 106.06 of the Standard
Specifications. The remainder of this note is too restrictive and should not be used.

This note has been deleted because it has now covered by Section 105.04, 106.06 and 109.08 of the
Standard Specifications.

This note has been deleted because it has been incorporated into Section 107.09, 201.03.02 and
201.05 of the Standard Specifications.

This note has been deleted because it has been incorporated into Section 106.08 of the Standard
Specifications.
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ANY DAMAGE TO ITEMS NOTED TO BE RELOCATED OR RESET BY THE CONTRACTOR, AT THE
DISCRETION OF THE ENGINEER, SHALL BE REPAIRED AND/OR REPLACED IN KIND AT THE
CONTRACTOR’S EXPENSE.

Approved for use.

This note has been deleted because it has been incorporated into Section 107.04 of the Standard
Specifications.

This note has been deleted because it has been incorporated into Section 108.04 of the Supplemental
Specifications.
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THE CONTRACTOR WILL CONTACT THE DELAWARE TMC AT 302-659-4600 PRIOR TO ANY UNMANNED
AIRCRAFT VEHICLE (UAV) FLIGHTS. THE CONTRACTOR WILL BE REQUIRED TO PROVIDE THE
FOLLOWING INFORMATION: THE REGISTRATION NUMBER OF THE UAV, THE FLIGHT TIME, LOCATION
OF THE FLIGHT, THE PILOT’S NAME AND THE PILOT’S CONTACT NUMBER DURING THE FLIGHT.

Approved for use.
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Division 200 — Earthwork

This note has been deleted and replaced by the expanded version of the note included within this
section.

THE CONTRACTOR SHALL REMOVE AND RESET ALL MAILBOXES TO MAINTAIN MAIL SERVICE AS
DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL RELOCATE MAILBOXES AS REQUIRED BY THE
PROPOSED GEOMETRICS AND AS DIRECTED BY THE ENGINEER. WHEN RELOCATING MAILBOXES IN
CURBED SECTIONS, THE FACE OF THE MAILBOX SHALL BE FLUSH WITH THE BACK EDGE OF CURB.
WHEN RELOCATING MAILBOXES IN OPEN SECTIONS, THE FACE OF THE MAILBOX SHALL SET BACK 8
INCHES FROM THE EDGE OF THE PAVED SHOULDER. THE BOTTOM OF THE MAILBOX SHALL BE SET 46
INCHES ABOVE THE ROADWAY SURFACE. MAILBOXES LOCATED AT DRIVEWAY ENTRANCES SHALL BE
PLACED ON THE FAR SIDE OF THE DRIVEWAY IN THE DIRECTION OF TRAVEL. POSTS BEING RESET IN
CONCRETE SIDEWALK SHALL BE PLACED IN AN APPROPRIATE SIZE PVC SLEEVE. COST FOR ALL WORK
AND MATERIALS SHALL BE PAID UNDER ITEM 201000 — CLEARING AND GRUBBING.

Approved for use.

This note has been deleted because it has been incorporated into Section 201 of the Standard
Specifications.

This note has been deleted because it has been incorporated into section 201.03.2 of the
Specifications.
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This note has been deleted because it has been incorporated into Section 201.03.2 and 201.05 of the
specifications.

BORROW. TYPE A SHA B D-TO R

This note has been deleted because specification 202.03.09 and 202.05 addresses this issue.

This note has been deleted because specifications 211 and 202 already address the issue regarding
the backfilling of cavities.
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ITEMS TO BE REMOVED UNDER ITEM 211000 - REMOVAL OF STRUCTURES AND OBSTRUCTIONS SHALL
INCLUDE, BUT NOT BE LIMITED TO THE FOLLOWING: (A list of items should follow)

Approved for use.

This note is still approved for use, but has been moved to Section 900 of the Standard Specifications
to correspond to the re-write of the Standard Specifications.

EXCAVATION FOR THE FOLLOWING SECTION(S) WILL NOT BE INCIDENTAL TO THEIR INDIVIDUAL
CONSTRUCTION ITEMS AND WILL BE QUANTIFIED AND PAID UNDER ITEM 202000 — EXCAVATION AND
EMBANKMENT: (A list of items should follow)

Approved for use. This note should only be used on projects where excavation for certain
construction items are not intended to be paid as incidental to their construction item based on the
Standard Specifications. In cases where this note is used, the excavation will be quantified and paid
under item 202000 — Excavation and Embankment. The designer shall verify the use of this note and
its contents with Construction before use.
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Division 300 — Bases

A. THE CONTRACTOR MAY ELECT TO USE ANY OF THE FOLLOWING MATERIALS TO MEET THE
REQUIREMENTS OF ITEM 301001 - GRADED AGGREGATE BASE COURSE, TYPE 'B":
a. CRUSHED STONE (PER STANDARD SPECIFICATION 1005)
b. CRUSHED CONCRETE (PER STANDARD SPECIFICATION 1005)
c. HOT-MIX MILLINGS (PER SPECIAL PROVISION 301500 MILLED HOT-MIX BASE COURSE)

THE CONTRACTOR WILL NOT BE ALLOWED TO MIX DIFFERENT MATERIALS (OR SIMILAR MATERIALS
FROM DIFFERENT SOURCES) TO MEET THE REQUIREMENTS OF ITEM 301001 - GRADED AGGREGATE
BASE COURSE, TYPE 'B'.

ALL OF THE ABOVE LISTED MATERIALS ARE PERMITTED FOR USE ON THE JOB, PROVIDED THEY ARE
SEPARATED INTO APPROVED AREAS. EACH AREA OF BASE COURSE MUST BE CONSTRUCTED USING
MATERIALS FROM A SINGULAR SOURCE, FULL DEPTH, IN ORDER THAT PROPER TESTING MAY BE
ACCOMPLISHED. THE CONTRACTOR AND DELDOT'S PROJECT ENGINEER SHALL AGREE ON THE LIMITS
OF EACH SOURCE OF MATERIAL PRIOR TO PLACEMENT.

B. THE QUANTITY USED FOR BASE OF EACH OF THE ABOVE LISTED MATERIALS WILL BE THE
CONTRACTOR’S CHOICE, WITH THE TOTAL MEETING THE ADVERTISED QUANTITY OF ITEM 301001
- GRADED AGGREGATE BASE COURSE, TYPE 'B'.

C. THE CONTRACTOR MAY ALSO ELECT TO RECYCLE MILLINGS FOR USE IN HOT-MIX AS PERMITTED
BY THE STANDARD SPECIFICATIONS. THE CHOICE OF THE QUANTITY OF MILLINGS USED FOR THIS
PURPOSE, OR FOR BASE COURSE, LIES WITH THE CONTRACTOR. ALL MILLING MATERIAL SHALL
BECOME PROPERTY OF THE CONTRACTOR.

D. HOT-MIX MILLINGS MAY BE GENERATED FROM THE FOLLOWING SOURCES:

a. MATERIAL MADE AVAILABLE WHEN MILLED ON THIS CONTRACT UNDER THE MILLING ITEM

UTILIZED ON THE CONTRACT.
. MATERIAL MILLED ON THIS CONTRACT AT THE CONTRACTOR’S CHOICE UNDER ITEM 202000.

c. MILLED MATERIAL FURNISHED ON THE JOB FROM THE CONTRACTOR’S YARD OR OTHER
OUTSIDE SOURCE.

ALL MILLED MATERIALS SHALL MEET THE MATERIAL REQUIREMENTS OF ITEM 301500 MILLED

HOT-MIX BASE COURSE.

E. PAYMENT CLARIFICATION:
a. SHOULD THE CONTRACTOR ELECT TO MILL PORTIONS OF HOT-MIX SHOWN ON THE PLANS TO
BE REMOVED UNDER ITEM 202000 - EXCAVATION AND EMBANKMENT THE COST OF MILLING
THIS HOT-MIX WILL BE PAID AS ITEM 202000 - EXCAVATION AND EMBANKMENT. THE
MILLINGS GENERATED MAY BE RECYCLED INTO HOT-MIX, UTILIZED FOR BASE COURSE, OR
DISPOSED OF TO AN APPROVED SITE. HAULING COSTS FOR DISPOSAL AND/OR RECYCLING
ARE INCIDENTAL TO ITEM 202000 - EXCAVATION AND EMBANKMENT.
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b. MILLINGS GENERATED UNDER THE MILLING ITEM UTILIZED FOR THE CONTRACT MAY BE
RECYCLED INTO HOT-MIX, UTILIZED FOR BASE COURSE OR DISPOSED OF BY THE CONTRACTOR
TO AN APPROVED SITE. NO SEPARATE PAYMENT WILL BE MADE FOR TRANSPORTING
MILLINGS ON SITE OR TO AN APPROVED DISPOSAL SITE.

c. SHOULD THE CONTRACTOR ELECT TO TEMPORARILY STOCKPILE MILLINGS ON THE JOB SITE
FOR LATER USE, ALL COSTS FOR STOCKPILING AND SUBSEQUENT REHANDLING SHALL BE
INCIDENTAL TO ITEM 202000 - EXCAVATION AND EMBANKMENT.

d. MILLINGS USED FOR BASE COURSE SHALL BE PLACED IN ACCORDANCE WITH THE
REQUIREMENTS OF SPECIAL PROVISION 301500 — MILLED HOT-MIX BASE COURSE. NO
SEPARATE PAYMENT WILL BE MADE TO FURNISH MILLINGS FROM AN OUTSIDE SOURCE OR
TRANSPORT MILLINGS WITHIN THE PROJECT LIMITS. MILLINGS USED FOR BASE COURSE WILL
BE PAID IN PLACE AT THE UNIT BID PRICE FOR ITEM 301001 - GRADED AGGREGATE BASE
COURSE, TYPE 'B'.

e. ALL COSTS TO UTILIZE MILLINGS IN RECYCLED HOT-MIX WILL BE INCIDENTAL TO THE UNIT
PRICE BID FOR THE HOT-MIX ITEM USING THE RECYCLED MATERIAL.

f.  SPECIAL PROVISION 301500 MILLED HOT-MIX BASE COURSE IS PROVIDED TO SPECIFY THE
MEANS OF LAY DOWN AND COMPACTION AS WELL AS THE MATERIAL REQUIREMENTS FOR
MILLINGS USED AS BASE COURSE. ALL COSTS TO BRING THE MILLINGS INTO COMPLIANCE
WITH THE REQUIREMENTS OF 301500 MILLED HOT-MIX BASE COURSE ARE INCIDENTAL TO
ITEM 301001 - GRADED AGGREGATE BASE COURSE, TYPE 'B'. NO PAYMENT WILL BE MADE
FOR ITEM 301500 - MILLED HOT-MIX BASE COURSE. THE QUANTITY OF MILLINGS USED FOR
BASE COURSE WILL BE PAID FOR UNDER ITEM 301001 - GRADED AGGREGATE BASE COURSE.

Approved for use. This note should only be used on projects that have the potential for reuse of the
hot-mix material as millings. If this note is used, the designer shall verify that the District Maintenance
Yard does not need millings and the use of note the Project Note which instructs the millings to be
delivered to a Maintenance Yard is discouraged.
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Division 400 — Bituminous Pavements

THE PAVEMENT SECTION FOR FLEXIBLE PAVEMENT RESIDENTIAL DRIVEWAYS SHALL BE 2”

BITUMINOUS CONCRETE, TYPE ‘C’ OVER 8” GRADED AGGREGATE BASE COURSE, TYPE ‘B’, UNLESS
OTHERWISE NOTED ON THE PLANS.

Approved for use.
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Division 500 — Rigid Pavement
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Division 600 — Structures

This note has been deleted because it has been incorporated into Section 601.03.1 and Section
601.03.7 of the specifications.

DRAINAGE INLET GRATES ADJACENT TO THE ROAD, WITHIN THE PROJECT LIMITS, WHICH ARE NOT
TYPE 1 OR TYPE 4, SHALL BE REPLACED. THE ACTUAL LOCATIONS, THE NEED FOR ANY GRATE
MODIFICATIONS OR FOR NEW FRAMES SHALL BE DETERMINED BY THE ENGINEER. ALL REPLACED
GRATES/FRAMES SHALL BE DELIVERED TO THE NEAREST DISTRICT MAINTENANCE YARD WITH THE
COST OF DELIVERY INCIDENTAL TO ITEM 602100 - REPLACING DRAINAGE INLET GRATE(S). FINAL
PAYMENT FOR REPLACED GRATES/FRAMES SHALL NOT BE MADE UNTIL RECEIPT OF DELIVERED
MATERIALS IS PRODUCED, SIGNED BY A DELDOT MAINTENANCE YARD SUPERVISOR.

Approved for use.

STATION AND ELEVATION DATA GIVEN FOR DRAINAGE STRUCTURES ARE TO BE APPLIED TO THE
CENTER OF THE GRATE FOR INLETS AND TO THE CENTER OF THE STRUCTURE FOR JUNCTION BOXES
AND MANHOLES.

Approved for use.
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Division 700 — Miscellaneous Construction

IN AREAS WHERE PROPOSED CURB MEETS EXISTING CURB AND THE TWO CURB TYPES ARE NOT
SIMILAR, THE PROPOSED CURB SHALL BE TRANSITIONED IN 10 LINEAR FEET, UNLESS OTHERWISE
DIRECTED BY THE ENGINEER. PAYMENT FOR THIS WORK, INCLUDING SAW CUTTING EXISTING CURB
SHALL BE INCIDENTAL TO THE PROPOSED CURB ITEM.

Approved for use.

WHERE PROPOSED CONCRETE SIDEWALK IS CONSTRUCTED TO MEET EXISTING SIDEWALK, THE
EXISTING SIDEWALK SHALL BE SAWCUT AT THE TIE-IN POINT OR MEET THE NEAREST EXISTING
SIDEWALK JOINT. ALL SAW CUTTING SHALL BE FULL DEPTH, UNLESS OTHERWISE NOTED ON THE
PLANS OR DIRECTED BY THE ENGINEER AND SHALL BE PAID FOR UNDER ITEM 762001 — SAW
CUTTING, CONCRETE, FULL DEPTH.

Approved for use.

PORTLAND CEMENT CONCRETE CHANNELIZING ISLANDS THAT ARE LESS THAN 75 SQ FT MAY BE
POURED MONOLITHICALLY, OR AS DIRECTED BY THE ENGINEER.

Approved for use.

THE NEW CASTLE COUNTY DEPARTMENT OF PUBLIC WORKS SHALL SUPPLY AND THE STATE’S
CONTRACTOR SHALL INSTALL NEW SELF SEALING MANHOLE FRAMES AND COVERS ON ALL COUNTY
SEWER MANHOLES THAT ARE NOT BEING RELOCATED, WITHIN THE PROJECT LIMITS IN ACCORDANCE
WITH THE COUNTY’S STANDARD SPECIFICATIONS. THE EXISTING MANHOLE FRAMES AND COVERS
THAT ARE REMOVED SHALL BECOME THE PROPERTY OF THE STATE’S CONTRACTOR. PAYMENT SHALL
BE INCIDENTAL TO ITEM 711500 - ADJUST AND REPAIR EXISTING SANITARY SEWER MANHOLE.
Approved for use. This project note should be used only on New Castle County projects where
sanitary sewer manholes are within the project limits.

This note has been deleted because it has been incorporated into Section 760 of the specifications.
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THE CONTRACTOR SHALL DELIVER ALL EXCESS MILLED MATERIAL TO THE DELAWARE DEPARTMENT
OF TRANSPORTATION'S (Fill in yard name) MAINTENANCE YARD. THE MATERIAL SHALL BE NEATLY
STOCKPILED AT THE YARD. COSTS FOR THIS WORK SHALL BE INCIDENTAL TO THE MILLING ITEM
UTILIZED FOR PAYMENT ON THE CONTRACT.

Approved for use. The designer shall contact the appropriate district Maintenance Engineer to
determine if the excess millings are wanted and the location where they are to be delivered. Designer
must also verify that millings are not to be reused on the contract.

ALL PAVED AREAS TO BE RECONSTRUCTED OR WIDENED SHALL BE SAWCUT AT THE POINT WHERE
THE NEW PAVEMENT IS TO TIE INTO THE EXISTING PAVEMENT.

Approved for use.

This note has been deleted because it has been incorporated in Section 762.03 of the specifications.
(See supplemental specifications)

This note has been deleted because it has been incorporated into section 702 of the specifications.
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Division 800 — Traffic
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Division 900 — Erosion, Sediment and Stormwater Management Practices

THIS PROJECT IS COVERED UNDER AN NPDES GENERAL PERMIT FOR CONSTRUCTION. UNDER THE
GENERAL PERMIT, COMPLIANCE WITH DELDOT’S APPROVED SEDIMENT AND STORMWATER
MANAGEMENT PLANS WILL CONSTITUTE COMPLIANCE WITH THE NPDES INDUSTRIAL PERMITTING
REQUIREMENTS FOR THIS CONSTRUCTION PROJECT. A COPY OF THE NPDES GENERAL PERMIT AND
NOI IS KEPT ON FILE IN EACH OF THE CONSTRUCTION OFFICES AND THE DEPARTMENT'S
STORMWATER SECTION. A COPY OF THE GENERAL PERMIT OR THE NOI CAN BE OBTAINED UPON
REQUEST FROM EITHER THE DEPARTMENT'S STORMWATER ENGINEER OR THE APPROPRIATE
CONSTRUCTION ENGINEER.

Approved for use. This project note should be used on all projects which involve disturbing 5,000 SF or
more of land.
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Miscellaneous Notes

THE CONTRACTOR SHALL CONTACT THE CHIEF OF SCHEDULING FOR DART FIRST STATE, 14 DAYS
PRIOR TO THE START OF CONSTRUCTION AT 302-576-6191.

Approved for use.

This note has been deleted. This note has been added to the “General Notes” section on the “NOTES”
sheet.

This note has been deleted. This note has been added to the “General Notes” section on the “NOTES”
sheet.

REFER TO THE CONSTRUCTION PLAN SHEETS FOR THE LOCATION OF THE CLEAR ZONE AREA LIMITS.
Approved for use.

This note has been deleted. This note was only to be used during the "break-in" period for the
Environmental Compliance plans.

This note has been deleted because it has been incorporated in Section 105.04 of the specifications.
(See supplemental specifications)
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